Covered Button Accessories

1. Pick One:

Pony tail holder, Bobby pin, Magnet, Thumb tack

	Magnet (we are using Size 36, or 30 )
1. Pull the loop off the button backing piece with a pliers.
2.  Follow the package directions steps 1-5.
3.   Use a generous amount of  glue to attach a magnet to the back of your button.


	Thumb Tack (we are using Size 24)
1.  Pull the loop off the button backing piece with a pliers.
2.  Follow the package directions steps 1-5.
3. Use a generous amount of  glue to attach a thumb tack to the back of your button.


	Bobby Pin  (we are using Size 20)

1. Pull the loop off the button backing piece with a pliers.
2. Using wire cutters, cut a piece of wire about 3" long. Bend the wire in half to create a loop and slip the bobby pin into the loop. Insert the ends of the wire through the holes on the button back. Make sure the bobby pin is on the correct side of the button back. The bobby pin should be on the side of the button back where the edges are bent towards you (like a pie plate right side up).
3. Using pliers, twist the wire on the back side until the bobby pin is snug against the button. Don't over twist, as you can break the wire. Nip the wire ends to about 1/2" long and bend flat against the button.
4. Follow package directions steps 1-5.


	Pony Tail Holder (we are using size 36, or 45)

1. Pull the loop off the button backing piece with a pliers.
2. Using wire cutters, cut a piece of wire about 3" long. Bend the wire in half to create a loop and slip the ponytail holder into the loop. Insert the ends of the wire through the holes on the button back. Make sure the ponytail holder is on the correct side of the button back. The ponytail holder should be on the side of the button back where the edges are bent towards you (like a pie plate right side up). 
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3. Using pliers, twist the wire on the back side until the ponytail holder is snug against the button. Don't overtwist, as you can break the wire. Nip the wire ends to about 1/2" long and bend flat against the button.


4. Follow package directions steps1-5.
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