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Basic Sewing, Serger and Pressing Equipment

1. Which part is disengaged when sewing buttons on by machine?  

A. Presser foot

B. Feed dogs.

C. Hand wheel

D. Stitch width regulator

2. The presser foot:

A. Forces the fabric to move while being stitched

B. Controls the tightness or looseness of the thread

C. Holds the fabric firmly in place against the feed dogs

D. Holds the spool of thread

3. The thread tension:

A. Holds the spool of thread

B. Holds the bobbin in place

C. Holds the fabric firmly in place against the feed dogs

D. Needs to be loosened if there are loops on the top of the fabric

4. Always turn the hand wheel on a sewing machine:

A. Toward you

B. Away from you

C. Backwards then forwards

D. Forwards then backwards

5. Which of the following is usually the cause of the sewing machine becoming unthreaded at the beginning of a row of stitching?  

A. The upper tension is too loose

B. The feed dogs are down

C. The take-up lever is not at the highest point

D. The machine needle size is too large

6. On what part of the sewing machine are the guidelines for stitching marked?  

A. Take-up lever

B. Feed dogs

C. Stitch control

D. Needle stitch plate

7. On a serger, the metal prong around which stitches are formed is the:

A. Differential feed regulator

B. Stitch width regulator

C. Stitch finger

D. Hand wheel

8. The part of the serger that trims seam allowances as the stitches are formed are the:

A. Feed dogs

B. Knives

C. Loopers

D. Spool pins

9. Sergers have _____________________________which control the lower thread.

A. Thread guides

B. Loopers

C. Stitch fingers

D. Cone adapters

     10.  Serger thread is finer in size and must be good quality to prevent:  

A. Thread breakage

B. Knife breakage

C. Lint accumulation

D. A and C

11. The correct order to threading a serger is:  

A. Front to back

B.   Back to front

C.  Left to right

D. Right to left

12. When securing seam ends with a serger:

A. Knot the chain close to the fabric

B. Secure the chain tails in the seam

C. Run a needle threaded with the chain tails under six to eight stitches

D. All of the above

13. All of the following are proper care or maintenance procedures of a serger EXCEPT:

A. Oil the serger daily

B. Use compressed air to remove lint from the machine

C. Keep a cover over the machine when it is not in use

D. Use a soft brush to remove lint from the knife area

14. To change the thread on the serger without rethreading the machine, break the thread near the spool and tie the ends of the thread on the: 

A. Bobbin to the new thread with a knot

B. Machine to the new thread with a knot

C. Machine to the new thread with tape

D. All of the above

15. The first thing to check when a serger is not operating properly is:

A. Clean the lint from the knives and oil the machine

B. Replace the needle

C. Replace the knives

D. Check he machine threading

16. All of the following statements regarding the serger are true except:

A. It takes more than one spool of thread to operate

B. It makes it easier to readjust the side seams for fitting if the edge is serged

C. It makes a finished edge on the fabric to prevent fraying

D. It uses more thread and sews much faster than a sewing machine
17. It is important to __________________each area of the garment as it is sewn and 

before continuing to another sewing step.

A. Preshrink

B. Notch

C. Press

D. Ease

18. To press curved areas, such as darts and round seams, use a:

A. Press Cloth

B.  Pounding block

C. Tailors’s Ham

D. Sleeve board

19. This wooden pressing tool is designed to press difficult areas, like collars:

A. Pounding block

B. Sleeve board

C. Point presser

D. Seam roll

20. This piece of pressing equipment is designed to press parts that will not fit on a regular ironing board.

A. Sleeve board

B. Needle board

C. Tailor’s ham

D. Point presser

21. All of the following pressing tips are true EXCEPT:

A. Pressing requires an up and down motion of the iron with light pressure

B. It is the final pressing that determines if the finished product looks professionally constructed.

C. Pressing makes the construction process easier and can reduce the need for pinning and basting

D. Most fabrics require moisture in the form of steam, but too much moisture can cause an over-pressed look. 
